
HPW-Q-MXX
Mini Qube

The Secure Logiq M-Series Qube range has been designed to 
provide a standalone all-in-one server and client solution for the 
small to medium sized IP CCTV installation. With a compact form 
factor, 300 Mbps throughput and up to 8TB of on-board storage 
the HPW-Q-M range are quality products for the budget 
conscious installation offering serious competition to the appli-
ance or NVR market.
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TECHNICAL
Electrical /PSU
100 - 240V, 50 - 60Hz
250W
80 Plus Certified Bronze

Physical
241mm x 211mm x 280mm
8Kg

Enviromental
OPERATING TEMP:
5 - 35°C (50 - 95°F)

STORAGE TEMP:
-40 - +60°C (-40 - 158°F)

HUMIDITY RANGE
8 – 90% non-condensing

FCC, CUL, CE, 
EN-60950/IEC-60950

CPU

RAM

GPU

GPU OUTPUT(S)

NETWORK

OS STORAGE

OS

ACCESSORIES

STORAGE SIZES

FEATURES
Up to 8TB
8GB DDR4
4-core CPU
250W PSU
SATA JBOD
Qube form factor
1 x 250GB SSD (OS)
Windows 10 Pro
2 x 1Gb LAN

i3 9th Gen

8GB DDR4 UDIMM

ON-BOARD

1 x DVI, 2 x Display Port

2 x 1Gbe COPPER RJ45

1 x 250GB SSD (RAID1)

WINDOWS 10 Pro

POWER CABLES, KB & MOUSE

0, 1, 2, 4, 8 (TB)
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