
 We make it work.

Omschrijving
Observer is een software toepassing om adresseerbare  
brandmeldcentrales van Teletek op te monitoren.
De software controleert de status van de detectoren in hun 
respectievelijke zone. Paneelfouten worden snel gedetecteerd 
en het laat de gebruiker toe de brandmeldcentrale eenvoudig 
te bedienen. Alle fouten en alarmen worden vidueel en auditief 
gemeld. Het bestand met de volledige programmatie van de 
brandmeldcentrale wordt in de configurator ingelezen waardoor 
alle informatie onmiddellijk beschikbaar is.

Specificaties:
• Alle informatie betreffende de Teletek brandmeldcentrales
• ondersteuning tot maximum 32 panelen met maximaal 1000 elementen per paneel
• Weergave van de status van alle detectoren - Alarm, normaal, fout
• Weergave van alle informatie van het element - Zone, naam etc
• Weergave van paneelfouten - Batterijfout, netfout etc
• Controle van het paneel - stop zoemer, stop sirenes, evacuatie, herstel
• toevoegen van plannen en tekeningen waarop alle elementen geplaast worden.
• Bijhouden en afdrukken van logboek
• Auditieve en visuele waarschuwing bij alarm of fout
• Meertalige software
• Importeren van de ProsTE programmatie
• ModBus protocol inbegrepen
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Contact Information:

Observer is a software application for monitoring of sites equipped with Teletek 
Electronics addressable fire alarm systems. The software monitors the 
condition and state of detectors with their respective zone and name. It also 
detects faults in the panel and allows the panel to be controlled. Observer 
signals visually and audibly in case of alarm or fault. 
Observer allows direct import of files from ProsTE programming software, which 
contain the full information regarding the system configuration. 

Description

• In accordance with the technical and functional specifications of Teletek Electronics addressable fire alarm panels
Supports up to 32 panels with 1000 devices per panel
Monitors the condition and state of detectors - Alarm, Normal, Fault
Shows full information about the detector in alarm state - zone, name, etc
Monitors faults in the panel - Low Batt, AC Loss, etc
Allows control over the panel - silence buzzer, silence sirens, evacuation, reset
Allows import of architectural plans and pictures on which the detectors are placed
Keeps event log  which can be printed
Signals visually and audibly in case of alarm or fault
Multilanguage interface
Direct import of ProsTE files
ModBus protocol included
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Functional Specifications

•IRIS - addressable Fire Panel
•SensoIRIS - addressable peripheral fire alarm devices

Compatible Product Range

Packing Information
•CD box - contains installation CD and dongle.

OBSERVER
Visualisatiesoftware

Verpakkingsinformatie:
CD doos: bevat installatie cd en USB-sleutel

Compatibele producten:
IRIS - adresseerbare brandmeldcentrale, 4 lussen, 96 zones
SensoIRIS - adresseerbare elementen Teletek
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